ENVITEC

by Honeywell

Alco 60XX

Instruction for use
Datamanager Alco 60XX (V 3.10)



Instruction for use
Datamanager Alco 60XX

These instructions have been prepared with the utmost care. If, however, you should find details that
are not consistent when handling the system, please send us a brief comment to enable us to rectify
the inconsistencies.

This is subject to modifications owing to further optical or technical developments that contrast to
the data and illustrations contained in these operating instructions.

All trademarks quoted in the text and reproduced are trademarks of the respective proprietor and
are acknowledged to be protected.

Reprints, translations and duplication in any form - including excerpts — require the written

permission of the manufacturer.
This manual is subject to the alteration service of EnviteC- Wismar GmbH.
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1 Alco 60XX Datamanager for PC

1.1 Establishing connection to breathalyzer

Start the PC software by double-clicking the program icon on the desktop or by clicking the "Start"
button selecting Programs / Datamanager 60XX.

The following window is displayed:

Envite i Device data I Dita memaory

Confirmation

@ Skart cannection ? ENV ITEC

by Honeyweall

QK l Abbrechen |

A

Check whether the correct COM port is selected. If this is the case, click "OK".

Note:

If the COM port selection is not correct, click "Cancel" and select the correct COM port in the "COM
Port" submenu of the "Settings" menu.

To establish a connection to the Alco 60XX, click the respective button in the toolbar (marked in the
screenshot) or select "Connect” in the "Device" menu.

Switch on the Alco 60XX connected to the PC with an RS232 cable. A message indicating that the
breathalyzer has to switch on is displayed on the PC monitor.
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After a connection is established, the breathalyzer display reads "PC-online", the background lighting

of the display is switched off and a similar window is displayed on the PC screen:

* PC Software Alco 60XX /Data Manager

File Device Settings Help

%] %| =

Device
Tvpe
Device no.
Software version
Sampling system LOT
PCB LOT

Drata memoary

Mo of Measurements

Recorded 0,00 level

Envite Device data JDa’[a memory

Drizplay -
Uit
Language
Date
Time

Hey tone

Device identification
Mext calibration

Calibration irtegral

Flow correction value

EEX

Seftings

Courter | 4:40

SEnS0r no,

Incoming breath valume in mL

Ready Device connected ;OK

The "Device data" tab shows all breathalyzer data and settings.
The status bar indicates the current status of the PC software (here: "Device connected").

Note:

Breathalyzer settings or values that are not within the expected range are shown in red. If these
settings are device no s or calibration values please contact the service center.

If only the time is shown in red, it does not correspond to PC system time. You can update the
device time by clicking the “Settings” button.

The values shown in this window cannot be edited. If you wish to make changes to settings, you
need the Service-Software 6020.
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1.2 Databackup

1.2.1 Reading data from breathalyzer
The PC software allows you to statistically analyse the breathalyzer measurements and to back them

up.
To do this, click the "Data memory" tab. The following window is displayed:

* PC Software Alco 60XX / Data Manager

File Cevice Settings Help
Iﬁd all data I Read 20 data% J
e L
prirt J prirt all I
no; |date Itime |value ‘un'rt ]Cnlumn 1 1Column 2 |COIumn 3 ICqumn 4 ]Cnlumn 5 J
Fertig |@erat verbunden e]'s

If there are measurements stored in the breathalyzer, the two buttons "Read all data" and "Read 20
data records" are available in the top right corner.

Click "Read all data" if you wish to read all data from the breathalyzer. Depending on the amount of
data, this might take only a few seconds or up to several minutes (reading of 600 measurements
takes approx. 2 minutes). A progress bar is displayed.

You have also the option to initially read only the last 20 measurements, and then the next 20 before
that batch, etc. To do this, click "Read 20 data records".

Note:
The unit of measurement corresponds to that set at the breathalyzer.
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1.2.2 Databackup

After having read the measurements from the breathalyzer, the "Data memory" tab looks like this
(sample data):

* PC Software Alco 60XX / Data Manager
File Dewice Settings Help

ErwviteC ] Device deta

p Delete display J Read ol At I ST p— I

prirt ] prirt all J

no. |date 1time ]value ]un'rt ICDIumn 1 ]CDIumn 2 ICDIumn 3 ‘Cnlumn 4 ICDIumn i ]
Hza.us.znng 1435 |0 g D0mL (BAC)

4 24062009 1434 Passiv|

3 10052000 D234 0 g 00ML (BAC)

2 19062009 0934 Passiv

1 19082009 D934 Passiv

Feady Last command; read memory data | status: successhull a4

To save the data, click "Save data". A dialog is displayed where you can select the folder in which the
data is to be stored.

The default file name proposed by the software consists of the serial number of the device the term
"Daten" and the current date (example: A100100_Daten_31_03_06xIs). You have of course the
option to assign a different name to the file.

Note:

You also have the option to enter and edit text in the comment cells. The headings of the comment
columns (comment 1, comment 2, etc.) can be edited in the "Data display" option of the "Settings"
menu, where you can enter different labels for columns 1 to 5.

Caution!
The comments and comment headings cannot be stored in the breathalyzer. They can only be
stored in the file generated with "Save data".
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1.2.3 Statistics
Data that has been read from the breathalyzer can be analysed with statistical methods.

To do this, click the "Statistics" button in the toolbar.

C Software Alco 60XX [ Data Manager

File Dewice: Sektings  Help

FX]x

- —evalustion
Save data I S records I
ik | 0,00 .. 1,00 ma/ 00mL (BAC) i'_.
no. {date itime ival B e 0 DO (B i3 biurmin 4 ICDiumn =] I
24.06.2009 14358 0 100,00 .. 133,00 mgA1 00mL (BAC) i.:.
4 .24.05.2009 :1 434 :F‘as » 200,00 g/ 00mL (BAE) i':'
3 19062009 0934 0
2 19062009 0334 Pas
1 + i —pagsiv-measurement
1 18062003 0334 Pasf
: i : no-alkahol !-
alkohol !g
[R'ea_dy iLast cormand: read memary daka | stakus: successfull !OK //-:I

The "statistic evaluation" window is displayed, showing the number of measurements within a
specific value range. This evaluation also includes passive measurements.

To edit the limit values of the statistics select the "Select statistics" option in the "Settings" menu and
enter the three desired value ranges.

Note:
The ranges of the statistical analysis are indicated in the unit selected at the breathalyzer.
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1.2.4 Data print out

After having read the measurements from the breathalyzer, there is a print out option for all or
individual measurements. The PC Software will create and open a PDF-File.

To print out an individual measurement select the requested record and click the ,print” button.

* PC Software Alco 60XX / Data Manager E@@

File Dewice Settings Help

[

EnviteC ] Device data

Save data Delete display J Read all dats I reEt 20 data nenorms I

prirt all ‘

Ivalue ]un'rt iCqumn 1 ]Cnlumn 2 IColumn 3 ‘Cnlumn 4 IColumn ] ]
mg O0mL (BAC)

24062009 14:33

24 U800 14:534 Passiv:.
3 19062009 0934 0 1 00l (BAC)
2 19052009 0334 | Passiv

1 19062009 0334 Passiv

Fieady \Last command: read memory data | skatus: successfull ok

To print out all records click the ,print all” button.

Note:

Comments in the additional columns could not be printed. They can only be stored in the file
generated with "Save data".
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After click the ,print” button a PDF-File will be opened. The print form for individual records contains
some editable cells (blue marked) to input additional data.

Caution!
The editable cells could not be stored into the PDF-File, only the print out is possible.

1 Adobe Reader - [pdfAZ.tmp.pdf]

@h w  Document Tools Window  Help -8 %

2 k7| moa = TH = e S h =
mcreateAdubePDEOnlmem .T,I"Se‘w figi - @%-‘ Bllid &l @ H EL_V‘: @ Hep ~
— % Open. . chlo = m— = =
@ @ Ema,.. py for your records. Dt elds
Digital Editions » 4|
g Close |
pywel
B sweatop.. Shift+Cirkes Ratiaysion
% Save as Text.,., r\\,u(
Dorument Properties.. alen AlcoB0xx pnnt out
& Shift+Ctrl+P Breathalyzer protocol
=4 Chr+R
etnet Printing. .. Shift+CtrHa Device data:
1 critemplpdFaz.tmp, pdf Device: fype SenataL 12345678
2 citemplpdFac.tmp. pdf Firmware rev. 3t calibration:
3 ciltemplpdf98, tmp. pof Operator:
4 c:itemplpdFas, tmp.pdf
Name:
& citemplpdfa3, tmp. pdf
Exit Chlg
Data of tested person:
vame [ ewweee [ ]
Measurement resull:v
[Ho- [ Date | Time | Value | Unit ]
2 [ 154065008 |43 |Passiv Kein Alkohol | ]
T
; Remarks: Signature:
3
E
3
i
i
£
£
5
(s}
g = [ refr | 8 ¢ [ @]

This print out form is a standard and could be adjusted to customer and language requirements.

Note:
If the there is no form in your language the standard in English will be used.

The print out will start after click to menu File/Print or after click to ,Print Form” button.

Alco 60XX Breathalyser - Instruction Datamanager



11

After click the ,print all” button a PDF-File will be opened. This print form contains no editable cells.
Depending on the quantity of reading measurements the PDF-File could contain more then 1 page.
The head of this form, containing the device data will only be displayed on the first page.

&\ Adobe Reader - [pdfD2.tmp. pdf]
= Fle Edt View Do Tooks Window  Help

2 [H s acfy (o : ﬁSEﬂrDh.! | o - __ﬂ e ‘.:7770 Jv ® E?"v @ te |
v >
Honeywell

ENVITEC

Alco60xx print out

Breathalyzer protocol

Pages - |

Gerit

Softwareversion |%10 vom: 26.06.2009 letzte Kalibrierung |11.08.2008
Nr. |Datum Uhrzeit. [Werte Einhgit
S 24.06.2008  |14:38 a mg/100mL (BAC)
4 24.06.2009  |14:34 Passiv: Kein Alkohol
2 15.06.2008  |08:34 a mgMidmL (BACH
2 19.082008 [09:34  |Passv: Kein Alkohol
1

19.06.2008  |09:34 Passiv: Kein Alkohol

@
b=
5
£
£
G
£
g

L Comiments

o = i lof 1 | @ @ | "B

The print out will start after click to menu File/Print or after click to ,Print” button.

Note:

The device data on the first page and the head of the table will be displayed in the selected
language of the PC-Software.

The title of this print form will be displayed always as ,Alco60XX print out / Breathalyzer protocol”.
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1.3 Delete data
C

After pressing “Delete” you must confirm deleting.

*® PC Software Alco 60XX / Data Manager
File Dewice Setkings Help

Device
Type
Device no.
Software version
Sampling system LOT
PCBLOT

Data memary

Mo, of Measurements

Recarded 0,00 level

Dizplay -
Uit

Language
Date

1- GSXET Time

]- T2 008 Key tone

Drevice identification

Mext calibration

Calibration integral

ick the ,Device data” tab and press ,Delete”, if you want to delete all records in the device memory.

=16

Settings

Courter ,I |40 Flow: correction value
Sensar no.
Incoming bresth volume in ml
Ready Device connected oK
L |
Caution!

After delete no records left in the device memory. Save records before deleting if you want to use
the data records for statistics!
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1.4 Setting device time

Click "Device data” tab and press ,Settings” for synchronization with PC time. After click “Settings”
you must confirm synchronization.

* PC Software Alco 60XX /Data Manager Q@

File Device Settings Help

Device i Drizplay -
Type Unit
Device no. Language
Software version Date

Sampling system LOT 1 SET Time

PCB LOT ] 2 2008 Key tone
Drata memoary ] Drevice identification
Mo. of Messurements i 1 Delete Mext calibration 1 15 00
Recorded 0,00 level ] Calibration irtegral ] 61
Courter | 4:40 Flows correction value 1 0
! Sensor no. 1

Incoming breath valume in mL

Ready Device connected oK
L |

Note:
If the device time is different to the PC time the time is displayed in red.
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1.5 Datamanager Settings

With the menu item settings you can change the COM Port, the language, the limits for the statistics
and the settings for the data display.

* PC Softw=-= L'~n §0XX [ Data Manager

Language b
Statistics ¥ l
| Diata display

O.L__ -
ENVITEC
by Honaywell

ke

Ready Dievice connecked EUK
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1.5.1 Settings for data display

In settings / data display you can change the column headers and the conversion factor of breath-
(BrAC) and blood (BAC) alcohol.

-® PC Software Alco 60XX / Data Manager

Flle [evice Setbinos Hel
5 |1§| ><.| |f-‘=-\"| =
- i column headers [%]
EnviteC |Dewce data | Diata memar i
~column header
column 1 |c0|umn 1
column 2 |COIumn 2
column 3 Icmumn 5
column 4 |COIumn 4 Hy B 5
column 5 |COIumn 5 | g >
Police Force || I ___,.-""r"
canversion factar BraAC fBAC |2.1
% to round
" to pound dowwn
" to round up
Ok cancel |
by Honeywell
lRaady |Dex3ice connecked IOK A

Furthermore you can change the kind of rounding in the calculation BrAC / BAC (to round, to round
down, to round up).
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